AAACME

RUBBER CO.

A Division of Fillipone Enterprises Inc.

2003 E. 5th Street, #1

Tempe, AZ 85288
AAA-ACME RUBBER Phone: 480-966-9311 Email: info@acmerubber.com

TECHNICAL SPECIFICATION SHEET

PART NUMBER: SI-.375X36-2X009

i N/MM (2 LB
Number of Plies 3 Poly / Nylon Breaking Strength 500 N/ (2860 LB/

FT)
Belt Weight 0.230 LB/PIW
Elongation @ Break >10%
RUBBER CHARACTERISTICS
ADHESION PERFORMANCE
Polymer SBR Cloth Inserted
Component Interface Value (LB/IN)
Thickness of Top Cover 4.6 MM (3/16")
Top Cover / Ply 26/19
Thickness of Bottom
.6 MM (1/16"
Cover 16 (1/16%) Ply / Ply 29/20
Tensile Strength 2000 PSI +/- Bottom Cover / Ply 26/19
Elongation 400%
Hardness 60 Shore A +/- 5
Abrasion Resistance -250 mm3

Notice: The data is based on testing, and to our knowledge, is accurate. Since applications, test methods, and procedures may vary,
we recommend that users of our product perform their own tests to assure the suitability of these products for their application. We
offer no product warranty, either expressed or implied, except any product proven defective will be replaced. Freedom from present or
future infringement cannot be guaranteed, nor can the suitability for a specific application.
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