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TECHNICAL SPECIFICATION SHEET

COMPOUND NUMBER: 79019

Description: 90 durometer black Viton™ A fluoroelastomer compound.

Compounded to Meet: ASTM D-2000 Call out: M3HK 910 A1-10 B38 C12 EF31 EO78 AMS3218E
Operating Temperature: -10 to 400°F

Property (Test Method) Result

Tensile Strength (Per ASTM D-412) 2450 PSI (16.9 MPa)

100% Modulus (Per ASTM D-412) 2130 PSI (14.7 MPa)

Ultimate Elongation (Per ASTM D-412) 115%

Shore A Hardness (Per ASTM D-2240) 90 Pts.

Specific Gravity (Per ASTM D-297) 1.84 (H20=1)
12.20%

Compression Set (Per ASTM D-395) (Conditions: 22 hrs @ 392°F/200°C)

Viton™ is a trademark of The Chemours Company.

THE DATA PRESENTED IS BASED ON TESTING AND TO OUR KNOWLEDGE IS ACCURATE. SINCE APPLICATIONS, TEST METHODS AND PROCEDURES
MAY VARY, WE RECOMMEND THAT USERS OF OUR PRODUCT PERFORM THEIR OWN TESTS TO ASSURE THE SUITABILITY OF THESE PRODUCTS
FOR THEIR APPLICATION. WE OFFER NO PRODUCT WARRANTY, EITHER EXPRESSED OR IMPLIED, EXCEPT ANY PRODUCT PROVEN DEFECTIVE WILL
BE REPLACED.

FREEDOM FROM PRESENT OR FUTURE INFRINGEMENT CANNOT BE GUARANTEED, NOR CAN THE SUITABILITY FOR A SPECIFIC APPLICATION.
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