
COMPOUND NO: 50009

LINE CALL OUT: ASTM D-1056 2A2 B2 C1 P Z1 Z2 Z3 
Z1 = Black
Z2 = Density 18 ± 2 pcf
Z3 = Material Passes FMVSS 302

TYPE: EPDM CLOSED CELL SPONGE
MEDIUM DENSITY

PROPERTY TYPICAL VALUES

DENSITY (pcf) 18 ± 2

COMPRESSION DEFLECTION, 25% (psi)
(ASTM D-1056-91)

5 - 9

WATER ABSORPTION (%)
(ASTM D-1056-91)

5.0

COMPRESSION SET
(ASTM D-1056-91, SUFFIX B2)
22 hrs. @ R.T., 50% deflection
24 Hour recovery (%)

15.0

OZONE RESISTANCE
(ASTM D1171, Suffix C1)

PASS

STAINING RESISTANCE
(ASTM D 925, Method B, SUFFIX P)

PASS

FLAMMABILITY OF INTERIOR MATERIALS,
FMVSS 302 (SUFFIX Z3)

PASS

The data is based on testing, and to our knowledge, is accurate. Since applications, test methods, and procedures may vary, we recommend that
users of our product perform their own tests to assure the suitability of these products for their application. We offer no product warranty, either
expressed or implied, except any product proven defective will be replaced. Freedom from present or future infringement cannot be guaranteed, nor
can suitability for a specific application. 
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