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SPECIFICATION SHEET

COMPOUND: NITRILE CLOSED CELL SPONGE 40409

PHYSICAL PROPERTIES TYPICAL

COMPRESSION DEFLECTION, 25% (psi)
(ASTM D-1056)

5 - 9

DENSITY P.C.F. 16 ± 3

HEAT RESISTANCE: COMPRESSION DEFLECTION
(ASTM D-1056 7 DAYS @ 70°C)
CHANGE FROM ORIGINAL C/D VALUE, %

+9.95

WATER ABSORPTION, %
(ASTM D-1056)

< 5

COMPRESSION SET
(ASTM D-1056) 22 HRS @ 23°C, 50% DEFLECTION, 24 HR RECOVERY @ 23°C
% COMPRESSION SET

24.1

The data is based on testing, and to our knowledge, is accurate. Since applications, test methods, and procedures may vary, we recommend

that users of our product perform their own tests to assure the suitability of these products for their application. We offer no product warranty,

either expressed or implied, except any product proven defective will be replaced. Freedom from present or future infringement cannot be

guaranteed, nor can the suitability for a specific application. 

AAA-ACME Rubber Co.

2003 E. 5th Street, #1, Tempe, AZ 85288

Phone: 480-966-9311  |  FAX: 480-966-2273

www.acmerubber.com  |  E-mail: info@acmerubber.com 


