
PRODUCT SPECIFICATIONS

COMPOUND: ACME COMPOUND #65573

POLYMER: SILICONE

TEMPERATURE RANGE: -65°F to +450°F

COLOR: FLUORESCENT YELLOW

PHYSICAL PROPERTIES (TYPICAL)

HARDNESS 50±5 DURO, SHORE A

TENSILE STRENGTH (PSI) 900

ELONGATION 450%

TEAR STRENGTH, PPI 90 PPI

THIS IS  A  NON-SPECIFICATION GRADE SILICONE.  THE DATA PRESENTED IS  BASED ON TESTING AND TO OUR

KNOWLEDGE IS ACCURATE. SINCE APPLICATIONS, TEST METHODS AND PROCEDURES MAY VARY, WE RECOMMEND

THAT USERS OF OUR PRODUCT PERFORM THEIR OWN TESTS TO ASSURE THE SUITABILITY OF THESE PRODUCTS

FOR THEIR APPLICATION. WE OFFER NO PRODUCT WARRANTY, EITHER EXPRESSED OR IMPLIED, EXCEPT ANY

PRODUCT  PROVEN  DEFECTIVE  WILL  BE  REPLACED.  FREEDOM  FROM  PRESENT  OR  FUTURE  INFRINGEMENT

CANNOT BE GUARANTEED, NOR CAN THE SUITABILITY FOR A SPECIFIC APPLICATION. 
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