
MATERIAL SPECIFICATION SHEET

Specification Number: 76010

PROPERTY TYPICAL VALUE

Tensile 900 PSI

Elongation 300%

Hardness 60 ±5

Specific Gravity 1.86

Compression Set 35% 22 hrs. @ R.T.

Operating Temperature -20 to 400°F

Color BLACK

NOTICE AND DISCLAIMER

NOTE: THE DATA PRESENTED IS BASED ON TESTING AND TO OUR KNOWLEDGE IS ACCURATE.

SINCE APPLICATIONS, TEST METHODS AND PROCEDURES MAY VARY, WE RECOMMEND THAT USERS OF OUR

PRODUCT  PERFORM  THEIR  OWN  TESTS  TO  ASSURE  THE  SUITABILITY  OF  THESE  PRODUCTS  FOR  THEIR

APPLICATION.

WE  OFFER  NO  PRODUCT  WARRANTY,  EITHER  EXPRESSED  OR  IMPLIED,  EXCEPT  ANY  PRODUCT  PROVEN

DEFECTIVE WILL BE REPLACED.

FREEDOM FROM PRESENT OR FUTURE INFRINGEMENT CANNOT BE GUARANTEED, NOR CAN THE SUITABILITY

FOR A SPECIFIC APPLICATION.
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